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P57BL

DESCRIPTION

« Industrial protective glove.

» Supported PVC glove, in blue colour.

* Heat sealed sleeve in PVC, length approximately
620 mm.

* 4 available sizes : 7, 8, 9 and 10.

» Trade unit : 6 pairs, 48 pairs in a transit case.

CHARACTERISTICS
» Glove knitted with a seamless non-stop process.

- 13 gauge 100% cotton seamless liner.

* Soft PVC coating.

* Roughened sandblast finish on the glove and
smooth finish on the cuff.

* 21CFR (USA) and European Directives compliant
for food contact.

PERFORMANCES
» Good dexterity and pliability at low temperatures.

» Good grip in handling both wet and slippery
materials owing to the roughened sandblast
finish.

» The seamless liner offers very good comfort in
use.

* In compliance with the standards EN420+A1
(General Requirements), EN388 (Mechanical
Hazards) and EN374 (Chemical and
Micro-organisms Hazards) by the notified
laboratory Centexbel.

» Manufactured under EC quality assurance
system carried out by BSI.

APPLICATIONS

« Ideal for use in food processing, chemical
industries, oil & gas industry, construction,
utilities, maintenance, cleaning.

LIMITATIONS

« Arm length clear sleeve for protection from water,
dirt and dust in the workplace only, which
provides no mechanical or chemical protection.

This glove is certified to comply with the essential requirements of European
Directive EEC/89/686 of December 21rst, 1989 relative to personal protective
equipment submitted to CE type examination issued by a notified laboratory, who
certifies the conformity of this glove with the EN standards to which it responds
and certifies the performance levels obtained during tests, and manufactured
under a CE quality assurance system carried out by a notified body.

(€ 0086 [

EN 420+A1
5 Dexterity
EN 388
4121 4 Abrasion
1 Cut
EN 388 2 Tear
Mechanical hazards 1 Puncture
EN 374
AJKL 2 A - Methanol
2 J - N-heptane
EN 374 6 K - Caustic soda solution
Chemical hazards 40 %

2 L - Sulfuric acid 96 %

EN 374
Micro-organism hazards

5

Order codes

Sizes 7(9) 8 (M) 9(L) 10 (XL)
P57BL M9999647 M9999648 M9999649 M9999650
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